Atmel AVR Micro Programmer 
September 2001, p. 52, 
010005-1 

The acronym ‘AVR’ should not 
have been used in the project title. 
The programmer only supports 
the 89Cxxxx series which are 
derivatives from the generic 8051. 


Simple IR Receiver 
July/August 2001, p. 86, 
014121-1 


The circuit diagram is correct. 
On the PCB, pin 3 of IC should be 
connected to +5 V. 


High Voltage Supply 
January 2001, p. 62, 
000186-1 


The transformer materials may 
be difficult to obtain from Block. 
Alternative types from Farnell 
are given below, together with 
their order codes. 
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2 off ETD29 half core, # 305- 
6375 

1 off ETD29 bobbin, # 178-506 

2 off ETD29 steel clip, # 178-507 


Fuse Failure Indicator 
July/August 2001, p. 90, 
000157-1 


An additional diode type 1N4007 
or similar has to be inserted 
between terminal L1’ and the 
green LED (Da). The cathode of 
the 1N4001 is connected to the 
anode of Da. 


MIDI-DMX Interface 
September 2001, p. 36, 
010003-1 


The program SoftController is 
not included on project disk no. 
010005-11. 

The program is exclusively avail- 
able from the author, email: 
bbouchez@netcourrier.com 
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Personal Mini Webserver (1) 
September 2001, p. 68, 
010036-1 


To prevent problems with the 
R8282 serial interface, pin 5 on 
connectors K3 and K4 has to be 
connected to ground. Pins 1 and 
ő, and pins 2 and 4, of Trl have 
to be swapped. These errors apply 
to the schematic and the PCB. 


Keyboard/Mouse Switch 
July/August 2001, p. 102, 
014048-1 


The PCB layout and parts list are 
correct. In the circuit diagram, 
the collector of T1 should not be 
connected to pin 1 of ICl. 
Instead, it is connected to +5 V 
via Rl. Capacitor C2 is con- 
nected between ground and the 
junction of R1 and the collector 
of Tl. The values of Rl and Cl 
are given in the parts list. 


oC CORRECTIONS SUPDATES 


Infrared Remote Control 
for PCs 
July/August 2001, p. 110, 


000170-1 

Two decoupling capacitors 
between the positive supply line 
and ground are missing from the 
circuit diagram, Cl = 100 nF 
and C2 = 10uF 16V. The PCB and 
parts list are correct. 


Simple EEPROM Programmer 
July/August 2001, p. 38, 
014102-1 


The electrolytic capacitor at the 5 
V side of IC2 should be labelled 
C4, not C3. The value of C4 
should be 47 mF although 
4.7 mF (as stated in the parts 
list) will also work. 
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